Technical Specifications

Zeppelin 1

by Marcel Wanders , 2005
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Suspension lamp providing diffused lighting. White powder
coated internal steel structure sprayed with a unique “cocoon”
resin to create the diffuser which is then protected by a
transparent sprayed on finish. Transparent
polymethylmethacrylate
(PMMA) “candles”. Faceted crystal globe located at the lower
center for a sparkle effect.
— A — Mounting Pendant
Environment Indoor
+ 4 /‘ 4 Finish White
K {
. Weight 15 Kg
Light source 1 x HSGS E27 205W
1 x LED E27 21W 3000K 2452Im
Emergency Without
Voltage 230
Battery No

Supply included Yes

Cord Length 4000 mm
Materials Cocoon, Crystal, Steel
Colors F9800009 - White
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FLOS Technical Specifications

Zeppelin 2

by Marcel Wanders , 2005

uspension lamp providing diffused lighting. White powder coated
internal steel structure sprayed with a unique “cocoon” resin to
create the diffuser which is then protected by a transparent
sprayed on finish.Transparent polymethylmethacrylate

(PMMA) “candles”. Faceted crystal globe located at the lower
center for a sparkle effect.

Mounting Pendant

Environment Indoor

Finish White

Weight 30 Kg

Light source 3 x HSGS E27 105W 2700K 1980Im
3 x LED E27 21W 3000K 2452Im

Emergency Without

Voltage 230

Battery No

Supply included Yes

Cord Length 5000 mm
Materials Cocoon, Crystal, Steel
Colors F9805009 - White

1350 mm

@ 1800 mm @W%
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