STRUCTURAL

Design by Arik Levy.

Reference |E|

2645.
Led 3000K CRI >90 6726 Im 118 Im/W
Application Driver included: CC - Constant Current 110-240V 50/60Hz
Ceiling Lamps Electronic dimming 1-10V
Installation type Physical characteristics
Surf
uriace 1Box /0.0 x 0.00 x 0.00 m. / Vol. 0.0000 m? /
Gross weight 0.0 kg. / Net weight 0.0 kg.
Description
Ceiling light where different cubic volumes meet or expand to provide flexible solutions, Installation and assembly

maintaining spatial order. ) .
950 Please, see the installation manual

Diffuser . o
Light distribution

Polycarbonate diff
oycarbonate CHiser General lighting - opaque shade

Lamp for general lighting with an opaque shade and distributing light upwards and/or

Materials downwards mainly.
Body: Aluminum

Diffuser: Polycarbonate

Finish

|E| 2645-18 Matt grey lacquer (RAL 7031)

Photometric data

2645-58 Matt cream lacquer (RAL 7044)
Certificates
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Electrical characteristics

1 x LED PLATE 17W 24V
AND
1 x LED PLATE 6W 24V
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Total 23.0 W

VIBIA LIGHTING, S.L.U. Barcelona, 72 - 74. 08820 El Prat de Llobregat (Barcelona - Spain). Tel 934 796 970. Fax 934 796 973.
vibia@vibia.com www.vibia.com



