FLOS

Technical Specifications

Smithfield Ceiling

by Jasper Morrison , 2009

Ceiling-mounted lamp providing direct light. Aluminium body.

Available in gloss black, white or MUD. Injection-moulded
opalescent methacrylate diffuser. Steel wall and ceiling

215 mm

600 mm

F13620_230W HL
150° 180° 150°

1200 120°

—corcis0 cd/ 1000 Im €90, c270

attachment.

Mounting Ceiling

Environment Indoor

Finish White, MUD, Black
Weight 5Kg

Light sources 1 x MAX 230W R7s 5000Im 2950K [e] cod.
available RF19252 DIMMABLE
Emergency Without

Voltage 220-250V

Power MAX 230W

Battery No

Supply included Yes

Materials

Colors

Certificate

Aluminum, Methacrylate
@ r1362030 - Black

F1362009 - White
@ r1362021 - Mud
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FLQS Technical Specifications

Smithfield Ceiling Led

by Jasper Morrison , 2009

Ceiling-mounted lamp providing direct light. Aluminium body.
Available in gloss black, white or MUD. Injection-moulded
opalescent methacrylate diffuser. Steel wall and ceiling

attachment.

Mounting Ceiling
Environment Indoor

Finish White, MUD, Black
Weight 5Kg

Light sources 108 x LED 30W 2700K 2791Im CRI90 [i]
available

Emergency Without

Switching Dimming PUSH DIM
Voltage 220-240V

Power 30W

Battery No

Supply included Yes

Materials Aluminum, Methacrylate
m Colors @ F1366030 - Black
F1366009 - White
@ r1366021 - Mud

215 mm

600 mm

Certificate \/ 4

F13660_30W LED

150° 180° 150°

1200 120°

0 750 60"

300
3 o 30°
—corcis0 cd/ 1000 Im €90, c270
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